Rear Interface Instruction Manual
RO4A-TT

Model Name RO4-TT
Latest Firmware Date 2015-12-16
Manual Version Rev. 1.0
Release Date 2018 -01-16

DIP Switch Settings
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External Rear
No.1 View Camera ON(V)/ OFF(A)
No.2 External AV1 ON(Vv)/OFF(A)
No.3
N.C N.C
No.4
No.5 PGS LINE Type ON(V¥)/ OFF(A)
No.6 PGS LINE ON(Vv)/OFF(A)

Activation by original buttons

AUDI TT MMI

Installation Diagram
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GROUND(Black)
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PAS CAN H(White)
PAS CAN L(Green)
MON CAN H(White)

MON CAN L(Green)

REVERSE 12V IN(Orange)%

(*Not necessary)

Press the button 2 seconds long.

1 <OEM — AV1>
NAV/MAP Changing Modes
NAV/MAP
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MAP <AV1 — OEM>
RADIO Changing Modes
MEDIA
START

Press the button Short times.

Head Unit(in the glovebox) — Main connector

CAN wires Information
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pee@l) | @8 Pin # 15 = GND(Brown)
) | @8 Pin # 16 = B+ POWER(Red)
O |@Pin# 6=CAN HIGH(Orange / Purple)
=l | 0 Pin # 12 = CAN LOW(Orange / Brown *Yellow dotted line)
O | @Pin# 1=MMI CAN HIGH(Orange / Black)

@l | €0 Pin # 7 = MMI CAN LOW(Orange / Brown *Blue dotted line)
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Multimedia System — Head Unit(in the glovebox)
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Provided LVDS CABLE
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