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BENZ-S-2014~
NTG5.0

COMAND APS NTG 5.0 - Head Unit

Provided 
LVDS Cable

Original LVDS Cable

COMAND APS NTG 5.0
Original Main-Harness

PIN# 12 = GND (Brown)

(Red)PIN# 15 = B+ POWER

PIN# 31 = CAN LOW (Yellow)

PIN# 37 = CAN HIGH (Yellow/White)
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POWER/CAN NAVI IN LVDS OUT

LVDS IN / OUT Connect

Moniter

BENZ S-Class 12.1"
Around view Detection Setting

BENZ S-Class 12.1"
Reverse gear Detection Setting

M2C Box Carblet

PLUS+

POWER

SD CARD LTE LINK USB DIP SW CAL RST

HDMI TOUCH DISPLAY
I/O

CABLE GPS DMB

LVDS CABLEVIDEO INTERFACE POWER/CAN CABLE

HDMI CABLE LVDS IN/OUT PCB

CAN - H

CAN - L

POWER

GND
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1.POWER (B+)
2.GND
3.CAN - H
4.CAN - L
7.12V ACC OUT

POWER/CNA POWER / CNA

MODE SWITCH

CAP TOUCH IN

DIP SWITCH

NAVI IN LVDS OUT

Do not connect the interface ACC 12V line to the M2C B+ line.

NAVI

Changing NAVI Screen Press the button 2 seconds long.1
Changing Original Screen Press the button Short.


