
LEXUS ESD-2020
Components

ACC 12V Power Out

Not used
Not used

Provided 
LVDS Cable
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POWER/CAN NAVI IN

M2C Box Carblet

PLUS+

POWER

SD CARD LTE LINK USB DIP SW CAL RST

HDMI TOUCH DISPLAY I/O
CABLE GPS DMB

LVDS CABLEVIDEO INTERFACE POWER/CAN CABLE

HDMI CABLETOUCH/CAN CABLE EXD SUB BOARD

POWER

GND

1 2 3 4 7

1.POWER (B+)
2.GND
3.CAN - H
4.CAN - L
7.12V ACC OUT

DIP Switch Settings
OFF : 

ON : 
1 2 3 4 5

Setting for Screen Change by MAP Button.

OFF : 

ON : 
1 2 3 4 5

Setting for Screen Change by MENU Button.

OFF : 

ON : 
1 2 3 4 5

Setting for Screen Change by BACK Button.

Do not connect the interface ACC 12V line to the M2C B+ line.

Exterior

POWER / CNA

MODE SWITCH

CAP TOUCH IN

DIP SWITCH

POWER/CNA NAVI IN LVDS OUT

Activation by original buttons

1
2

3

Changing NAVI Screen

Select the Button to use DIP Switch Setting.

Press the button 2 seconds long.

Changing Original Screen Press the Short.
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LVDS OUT

Head Unit Main Connector

Pin# 

CAN LOW

(Black) = 12

Pin# = 

CAN HIGH

(White) 11

Pin# 

CAN LOW

(Yellow/Red) = 2

Pin# = 

CAN HIGH

(White/Black) 1

1 2 3
7 8 9 101112

4 5 6

※ The Original wire color may different.
      Please.checking with PIN number

Pin# = GROUND

Pin# ACC(Gray)

(Gray,Black)
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2 3 4

GEAR CAN HIGH

GEAR CAN LOW

BUTTON CAN LOW

BUTTON CAN HIGH


